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RELATIVE STRENGTH OF INTACT ROCK BEDDING SPACING
REGISTERED CIVIL ENGINEER DATE
Term Uniaxial Compressive Strength (PSI) Description Thickness / Spacing

Extremely Strong > 30,000 Massive Greater than 10 ft PLANS APPROVAL DATE

The State of Cal iforqlu or its officers or agents
Very Sfrong 14’500 - 30’000 Very fhiCkly bedded 3 to 10 ft im:ex;egz ;:sﬁ?gz'lr?é:i?:w;?:saigum% |°)rl-c|n sheet .
Strong 7,000 - 14,500 Thickly bedded 1 to 3 ft
Medium Stron 3,500 - 7,000 Moderately bedded 3-5/8" to 1 ft

g ’ ’ Y LEGEND OF ROCK MATERIALS
Weak 700 - 3,500 Thinly bedded 1-1/4" to 3-5/8"
B 16NEOUS ROCK

Very Weak 150 - 700 Very thinly bedded 3/8" to 1-1/4" E SEDIMENTARY ROCK
Extremely Weak <150 Laminated Less than 3/8" METAMORPHIC ROCK

Hole I.D
Top Hole El OEI
2~ Length of the recovered core pieces (inches) .
REC = Total length of (inches) x 1007
otal fength of core run {inches Begin drilled interval _<>
REC=100% |
End drilled inferval  0=30% |
Begin drilled interval =
~ 2~ Length of intact core pieces = 4" < 1007 . ) % =
ROD = Total length of core run (inches) ’ E"d.dré”ffld (;nje)rr'vol ; —
egin drilled interval  pri_gq. =
End drilled inferval "0t [{=
Boring Date
ROCK HARDNESS
Description Criteria

Extremely Hard

Specimen cannot be scratched with a pocket knife or sharp pick; can only be chipped with
repeated heavy hammer blows.

Very Hard

Specimen cannot be scratched with a pocket knife or sharp pick. Breaks with repeated
heavy hammer blows.

Hard

Specimen can be scratched with a pocket knife or sharp pick with difficulty (heavy
pressure). Heavy hammer blows required to break specimen.

Moderately Hard

Specimen can be scratched with pocket knife or sharp pick with light or moderate
pressure. Core breaks with moderate hammer pressure.

Moderately Soft

Specimen can be grooved 1/6" deep with a pocket knife or sharp pick with moderate
or heavy pressure. Breaks with |ight hammer blow or heavy manual pressure.

Specimen can be grooved or gouged easily by a pocket knife or sharp pick with light

Soft pressure, can be scratched with fingernail. Breaks with light to moderate manual pressure.
v Soft Specimen can be readily indented, grooved or gouged with fingernail, or carved with a
ery »o pocket knife. Breaks with light manual pressure.
FRACTURE DENSITY
Description Observed Fracture Density
Unfractured No fractures.

Very slightly fractured

Lengths greater than 3 feet.

Slightly fractured

Lengths from 1 to 3 feet with few lengths less than 1 foot or
greater than 3 feet.

Moderately fractured

Lengths mostly in 4" o 1 foot range with most lengths about 8"

Intensely fractured

Lengths average from 1 to 4" with scattered fragmented
intervals with lengths less than 4"

Very intensely fractured

Mostly chips and fragments with a few scattered short core lengths.

WEATHERING DESCRIPTORS FOR INTACT ROCK
Diagnostic features
Chemical Weafhering—Di§coloraTion Mecbcmiccul Wea+herin_g— Texture and Solutioning
. and/or oxidation Grain boundary condi-
Description tions (disaggregation) General Characteristics
primarily for granitics
Fracture [P
Body of Rock surt and some coarse-grained Texture Solutioning
urtaces sediments

Fresh No.d‘iscolorcn‘ion, not No disgcolgroﬁon No. separation, intact No change. No solutioning. Hammer rings when crystalline
oxidized. or oxidation. (tight). rocks are struck.
Discoloration or oxida- Vinor + ot i eachi

. tion is limited to sur- Inor to complete L. . Inor feaching i i

Slightly face of, or short dis- discoloration or No visible separation, P d of some solu- Hammer rings when crystalline

’ > ) . T reserved. . rocks are struck. Body of
Weathered tance from, fractures: oxidation of most intact (tight). ble minerals
’ ’ rock not weakened.
some feldspar crystals surfaces. may be noted.
are dull.
Discoloration or oxida-
tion extends from frac- . .

Moderately | tures usually through- All fracture surfaces | o 4141 separation of Generally soluble min Hammer does not ring when

Weathered out; Fe-Mg minerals are g;iedflzlggolored or boundaries visible. preserved. ﬁl';glfl m(ljgoglied r;gcl;l i'shflfrﬂg;kgggg of rock
"rusty," feldspar ) J ' gntly '
crystals are "cloudy."

Discoloration or oxi- Dull sound when struck with
dation throughout; all Texture hgmmer, usually can be broken
fgldspars and Fe-Mg Al fracture surfaces | Partial separation, rock oh‘er_ed by Leaching of with moderate fo‘ heavy manual
minerals are altered . . . _— F chemical ; pressure or by light hammer

Intensely . are discolored or is friable; in semiarid . ~ soluble min- ]

Weathered to clay to some extent; idized ’ conditions aranitics are disintegra erals may be blow without reference to
or chemical alteration ?Xl Ilazle » Surtaces dieadare m‘ged tion (hy- complete planes of weakness such as
produces in-situ dis- riapie. ggregatred. dration, plete. incipient or hairline frac-
aggregation, see grain argillation). tures, or veinlets. Rock is
boundary conditions. significantly weakened.
Discolored or oxidized
throughout, but resis- Resembles a soil, partial
tant minerals such as Complete separation or complete remnant rock gggigfqrgiqrglijrllg:z?sbgu:r?ngs:

Decomposed quartz may be unaltered; of grain boundaries structure may be preserved; uartz may be present ds
all feldspars and Fe-Mg (disaggregated). leaching of soluble 'gsfrin ers)'/' or 'Pdikes "
minerals are completely minerals usually complete. 9 :
altered to clay.

Combination descriptors (such as "Very intensely to intensely fractured") are used where equal
distribution of both fracture density characteristics is present over a significant interval or
exposure, or where characteristics are "in between" the descriptor definitions. Only two adjacent

descriptors may be combined.

Combination descriptors (such as "slightly weathered to fresh") are permissible where equal distribution of both weathering characteristics is present over
significant intervals or where characteristics present are "in between" the diagnostic feature. However, combination descriptors should not be used where

significant, identifiable zones can be delineated. Only two adjacent descriptors may be combined. "Very intensely weathered" is the combination descriptor for
"intensely weathered to decomposed.”
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ROTARY BORING

HAND BORING

DYNAMIC CONE PENETRATION BORING

REFERENCE: CALTRANS SOIL & ROCK LOGGING, CLASSIFICATION, AND PRESENTATION MANUAL (JUNE 2007)
REGISTERED CIVIL ENGINEER DATE
CEMENTATION CONSISTENCY OF COHESIVE SOILS FUANS APPROVAL DATE
Description Criteria Lo Unconﬁn?d Pocket Torvane . . . The State of California or its officers or agents
Description Compressive Penetrometer M + (+sf) Field Approximation shal | not be responsible for the accuracy or
Weak Crumbles or breaks with handling or Strength (t+sf) | Measurement (tsf) easuremen S completeness of electronic copies of this plan sheet.
little finger pressure.
9 P Very Soft < 0.25 < 0.25 <012 Easily penetrated several inches
Moderate Crumbles or breaks with considerable by fist
finger pressure. . X
Soft 0.25 o 0.50 0.25 to 0.50 0.12 to 0.25 | £Osily penefrated several inches
Strong Will not crumble or break with finger by thumb
pressure. Penetrated several inches b
. . y
Medium Stiff 0.50 to 1.0 0.50 to 1.0 0.25 to 0.50 +humb with moderate effort
. Readily indented by thumb but
Stiff 1 to2 1 fo 2 0.50 fo 1.0 penetrated only with great effort
Very Stiff 2 to 14 2 to 4 1.0 to 2.0 Readily indented by thumbnail
Hard 5 4.0 S 4.0 5 2.0 Indented by thumbnail with
BOREHOLE IDENTIFICATION difficulty
Hole .
Symbol Type Description
A Auger Boring PLASTICITY OF FINE-GRAINED SOILS
R Rotary drilled poring ‘ . Description Criteria
P Rotary percussion boring (air) Nonplastic A 1/8-inch thread cannot be rolled at any water content.
R Rofary drilled diamond core Low The thread can barely be rolled and the lump cannot be formed when drier than the
. . . plastic limit.
HD Hand driven (1-inch soil tube)
HA Hand Auger The thread is easy to roll and not much time is required to reach the plastic limit.
o D Dynamic Cone Penetration Boring Medium The thread cannot be rerolled after reaching the plastic limit. The lump crumbles
A | CPT | Cone Penetration Test (ASTM D 5778-95) when drier fhan the plastic limit.
L 0 Other It takes considerable time rolling and kneading to reach the plastic limit. The thread
High can be rerolled several times after reaching the plastic Iimit. The lump can be formed
Note: Size in inches. without crumbling when drier than the plastic limit.
5 5 S 5
S .S 2
g g g 8| Hole 1.D.
S| Hole 1.D. S| Hole 1.D. S| Hole 1.D. Top Hole EI. S| A
Top Hole El. m Top Hole El. o Top Hole El. o
Casing driven —  N<° %] - : . % NC Pressure measured
size of Sampler ;g&%——Descrlpﬂon of material Blows per 12 30 [o3% %L?/L%%ewafer No count recorded —/5 oWs along sleeve friction
(inches) -A"--A'——F' Id & Lab Test (Using 28.Ib hand vy Pushed —— 3 Date measured element (34.88 in2 Pressure measured
(16 [1.4]-b~ e ab Tests hammer with a 12" arh) GUS, An—EIeV‘ - : ¢ area) divided by on tip element
SPT N-Value b2 ows Elev. drop or as noted) p |-b#] Date Mmeasured Driving rate in io pressure medsured (2.33 in2 area)
(per ASTM 1586-99), - LDG*e measured «f Description of seconds per 12 17 on tip element.
P = push sample Material change Pulled Pipe materials (using a Stanley 3
’ R 1 : . o MB 156 percussion )
or as noted '.-»—LEshmu‘red material change 60 [~ ( hammer and a 2.2" 2z
Soil/Rock boundary 508 S) iaEple cone, or as noted) 2(3’ L . I L n )
— Refusal == () aren 13l 1e0/2 6 4 2 0 10 20 30
Boring Date . t 6 Friction Ratio (%) Tip Bearing (MPa)
; Boring Date . 100 200 .
Terminated at Elev R Boring Date Boring Date
Hammer Energy Ratio (ER;j) = % Terminated at Elev

CONE PENETRATION TEST (CPT) SOUNDING
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Graphic/Symbol Group Names Graphic/Symbol Group Names TESTING REGISTERED CIVIL ENGINEER DATE
Well-graded GRAVEL Lean CLAY idati
oW 9 Lean GLAY with SAND Consolidation (ASTM D 2435)
Well-graded GRAVEL with SAND Lean CLAY with GRAVEL PLANS APPROVAL DATE
CL SANDY lean CLAY . The State of California or its officers or agents
Poorly graded GRAVEL SANDY lean CLAY with GRAVEL @ Collapse Potential (ASTM D 5333) shal | not be responsible for fhe accuracy or
GP GRAVELLY lean CLAY completeness of electronic copies of this plan sheet.
Poorly graded GRAVEL with SAND GRAVELLY lean CLAY with SAND
Compaction Curve (CTM 216)
Well-graded GRAVEL with SILT SILTY CLAY
GW-GM ) SILTY CLAY with SAND c ity Testi APPARENT DENSITY OF COHESIONLESS SOILS
Well-graded GRAVEL with SILT and SAND SILTY CLAY with GRAVEL (STrJOé’Jé' gTMe:ZZI’ngCTM 417)
CL-ML | SANDY SILTY CLAY ) ’ Description SPT N ., (Blows / 12 inches)
Well-graded GRAVEL with CLAY SANDY SILTY CLAY with GRAVEL . . p 60
oW-6e | o SIELY SLRRAVEL with CLAY and SAND GRAVELLY SILTY CLAY @ Consay ldated Jadraad Very loos 0-4
i T er oose -
(ol Sqreged RBAYES wAiB) an GRAVELLY SILTY CLAY with SAND Triaxial (ASTM D 4767) Y
sp_gy | FOOT1Y graded GRAVEL with SILT éﬂﬁ ith SAND Direct Shear (ASTM D 3080) Loose 5- 10
Poorly graded GRAVEL with SILT and SAND SILT with GRAVEL Medium Dense 11 - 30
f ML SANDY SILT @ Expansion Index (ASTM D 4829 _
e PoorLy, §Ogeg, FRAVEL with CLAY SANDY SILT with GRAVEL xP x ) Dense 31 - 50
- Poorly graded GRAVEL with CLAY and GRAVELLY SILT
ERRD Yo g5er) AT o TRARE) GRAVELLY SILT with SAND @ Moisture Content (ASTM D 2216) Very Dense > 50
SILTY GRAVEL ORGANIC lean CLAY
oM ORGANIC lean CLAY with SAND @ ) .
SILTY GRAVEL with SAND ORGANIC lean CLAY with GRAVEL Organic Content-7% (ASTM D 2974)
oL SANDY ORGANIC lean CLAY MOISTURE
- CLAYEY GRAVEL SANDY ORGANIC lean CLAY with GRAVEL @ Permeability (CTM 220)
. GRAVELLY ORGANIC lean CLAY Descriotion o
$% CLAYEY GRAVEL with SAND GRAVELLY ORGANIC lean CLAY with SAND P Criferia
0| . . . v
i SILTY, CLAYEY GRAVEL ORGANIC SILT . Particle Size Analysis (ASTM D 422) Dr Absence of moisture, dusty, dry to the
e Oo GC-GM ORGANIC SILT with SAND @ J touch
H SILTY, CLAYEY GRAVEL with SAND ORGANIC SILT with GRAVEL .
o 1)
'D~ ; oL SANDY ORGANIC SILT P!GSTICITY'Indi: (AASHTO T 90) Moist Damp but no visible water
2l e - Well-graded SAND SANDY ORGANIC SILT with GRAVEL Liquid Limit (AASHTO T 89)
AR . GRAVELLY ORGANIC SILT . .
o Well-graded SAND with GRAVEL GRAVELLY ORGANIC SILT with SAND Point Load Index (ASTM D 5731) Wet g'sl'b'e f*ree )rWGb‘err, usually soil is
et elow water table
Poor| ded SAND Fat CLAY
- SP oorly grade Fat CLAY with SAND . Pressure Meter
Poorly graded SAND with GRAVEL Fat CLAY with GRAVEL
s CH SANDY fat CLAY
Sy Well-graded SAND with SILT SANDY fat CLAY with GRAVEL Pocket Penetrometer
a L[4 SW-SM . GRAVELLY fat CLAY PERCENT OR PROPORTION OF SOILS
i Well-graded SAND with SILT and GRAVEL GRAVELLY fat CLAY with SAND ® vl (T 301) . — iterta
/ Wellgraded SAND with CLAY Elastic SILT atue escriprion
ao /e SW-SC . Elastic SILT with SAND Particles are present but estimated to
T 1S U998 R0 Bl ERAVRLY and GRAVEL | Elostic SILT with GRAVEL (SE) sand Equivalent (CTM 217) Trace be less than 5%
AA. elasTic o
I Poorly graded SAND with SILT SANDY elastic SILT with GRAVEL Few 5 to 107%
- . GRAVELLY elastic SILT @ Specific Gravity (AASHTO T 100 . .
Poorly graded SAND with SILT and GRAVEL CRAVELLY eloatic SILT with SAND P vity ) Little 15 to 25%
] PgorlYL_PrchngSAND with CLAY 7, ORGANIC fat CLAY @ Shrinkage Limit (ASTM D 427) Some 30 to 457
SP-SC | p A AND with CLAY and ORGANIC fat CLAY with SAND :
ROV 95aded 2ANB W T SHakATRE, ORGANIC fat CLAY with GRAVEL Mostly 50 fo 100%
OH | SANDY ORGANIC fat CLAY @ Swell Potential (ASTM D 4546)
SILTY SAND SANDY ORGANIC fat CLAY with GRAVEL
SM ) GRAVELLY ORGANIC fat CLAY
SILTY SAND with GRAVEL GRAVELLY ORGANIC fat CLAY with SAND @ Pocket Torvane
CLAYEY SAND ORGANIC elastic SILT X . . PARTICLE SIZE
sc ORGANIC elastic SILT with SAND Unconfined Compression-Soil 5 e S
CLAYEY SAND with GRAVEL ORGANIC elastic SILT with GRAVEL @ (ASTM D 2166) escription lze
OH SANDY ORGANIC elastic SILT Unconfined Compression-Rock Boulder > 12"
SILTY, CLAYEY SAND SANDY ORGANIC elastic SILT with GRAVEL (ASTM D 29380 T o ; ;
SCTM LTy, CLAYEY SAND with GRAVEL CRAVELLY ORGANIC elastic SILT. cobble SSCHLS
I ) GRAVELLY ORGANIC elastic SILT with SAND @ Unconsol idated Undrained Gravel C?Grse 3/4" to 3 i
] f/J ORGANIC SOIL Triaxial (ASTM D 2850) Fine No. 4 to 3/4
. PT PEAT %//i ORGANIC SOIL with SAND Coarse No. 10 to No. 4
s ¥ ORGANIC SOIL with GRAVEL @ Unit Weight (ASTM D 4767) . : :
DY \__/C //J/ OL /OH SANDY ORGANIC SOIL 9 Sand Medium No. 40 to No. 10
) COBBLES f{j SANDY ORGANIC SOIL with GRAVEL Fine No. 200 to No. 40
o/® COBBLES and BOULDERS {JJ GRAVELLY ORGANIC SOIL @ Vane Shear (AASHTO T 223)
I BOULDERS ) GRAVELLY ORGANIC SOIL with SAND
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